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Exponential matrix method for the solution of exact 3D
equilibrium equations for free vibrations of functionally
graded plates and shells
Salvatore Brischetto∗
Abstract
The present paper analyzes the convergence of the exponential matrix method in the solution of three-
dimensional (3D) equilibrium equations for the free vibration analysis of Functionally Graded Material
(FGM) structures. The 3D equilibrium equations are written in general orthogonal curvilinear coordi-
nates for one-layered and sandwich plates and shells embedding FGM layers. The resulting system of
second order differential equations is reduced to a system of first order differential equations redoubling
the variables. This system is exactly solved using the exponential matrix method and harmonic dis-
placement components. In the case of FGM plates, the differential equations have variable coefficients
because of the material properties which depend on the thickness coordinate z. For FGM shells, the
differential equations have variable coefficients because of both changing material properties and curva-
ture terms. Several mathematical layers M can be introduced to approximate the curvature terms and
the variable FGM properties to obtain differential equations with constant coefficients. The exponential
matrix is applied to solve the resulting system of partial differential equations with constant coefficients,
the used expansion has a very fast convergence ratio. The present work investigates the convergence
of the proposed method related to the order N used for the expansion of the exponential matrix and to
the number of mathematical layers M used for the approximation of curvature shell terms and variable
FGM properties. Both N and M values are analyzed for different geometries, thickness ratios, materials,
FGM laws, lamination sequences, imposed half-wave numbers, frequency orders and vibration modes.
Keywords: functionally graded materials; plates and shells; free vibrations and vibration modes;
3D exact solution; exponential matrix method; convergence analysis; mathematical layers; order of
expansion for the exponential matrix.
1 Introduction
Functionally Graded Materials (FGMs) include two or more constituent phases which have a contin-
uously variable composition [1], [2]. FGMs are a new generation of composite materials, they present
a number of advantages such as a potential reduction of in-plane and transverse through-the-thickness
stresses, an improved residual stress distribution, higher fracture toughness, reduced stress intensity
factors and enhanced thermal properties [3], [4]. In the design of sandwich structures, FGM cores are
an interesting alternative to classical cores [5], [6]. The use of FGM structures, embedding ceramic
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and metallic phases, that continuously vary through the thickness direction, could be an optimal solu-
tion for thermo-mechanical problems where severe temperature loads are applied and high-temperature
resistant materials and high structural performances are required [7] ( e.g., thermal barrier coatings,
engine components or rocket nozzles). Further FGM applications were described in [8] where these
materials were used to reproduce biological structures characterized by functional spatially distributed
gradients in which each layer has one or more specific functions to perform. FGMs require an accurate
evaluation of displacements, strains, stresses and vibrations in order to better execute their assignments.
Several 2D and 3D models have been developed for the analysis of plate and shell elements embedding
functionally graded layers.
Plate and shell elements are fundamental in the analysis of single-layered and multilayered structures
embedding FGM layers. These elements are defined as two-dimensional (2D) and they need an accurate
validation to be used with confidence in several engineering fields [9], [10]. 2D elements could be
validated and checked by means of three-dimensional (3D) exact solutions. Moreover, 3D solutions
give further details about three-dimensional behavior and complicating effects introduced by FGM
configurations [11], [12]. In the literature, exact three-dimensional solutions for FGM structures do
not give a general overview of plate and shell elements because they analyze the various geometries
separately. The formulation proposed in this paper is general and the equations of motion are written in
orthogonal curvilinear coordinates valid for FGM square and rectangular plates, cylindrical shell panels,
spherical shell panels and cylinders. The proposed 3D model exactly solves the equations of motion
in general curvilinear orthogonal coordinates including an exact geometry for shell structures without
simplifications. The method uses a layer-wise approach which imposes the continuity of displacements
and transverse shear/normal stresses at the interfaces between layers embedded in the multilayered
FGM plates and shells. The differential equations are solved by means of the exponential matrix
method [13]- [16], such equations have variable coefficients in the case of shell geometries with curvature
terms and/or FGM layers with variable through-the-thickness elastic properties. In these cases, several
mathematical layers are introduced to consider constant curvature terms and constant elastic coefficients
in the equilibrium equations. Details about the proposed 3D model can be found in past author’s
works [17]- [25] where the free vibration analysis of one-layered, multilayered, composite, sandwich and
FGM plates and shells and carbon nanotubes is proposed. Similar methods have been used in [26] for
the three-dimensional analysis of plates in rectilinear orthogonal coordinates and in [27] for an exact,
three-dimensional, free vibration analysis of angle-ply laminated cylinders in cylindrical coordinates.
Both works did not consider a general formulation for all the geometries and they did not investigate
FGM structures. The present equations of motion written in orthogonal curvilinear coordinates are
a general form of the equations of motion written in rectilinear orthogonal coordinates in [26] and in
cylindrical coordinates in [27]. The present equations allow general exact solutions for multilayered
plate and shell geometries.
In the literature, three-dimensional solutions for FGM structures are developed for specific geome-
tries separately and not in a general framework valid for different cases such as plates, cylindrical or
spherical shells. In a recent work about FGM plates, Dong [28] investigated three-dimensional free vi-
brations of functionally graded annular plates with different boundary conditions using the Chebyshev-
Ritz method. Li et al. [29] used the Chebyshev-Ritz method to analyze free vibrations of functionally
graded material sandwich plates. A semi-analytical approach based on differential quadrature method
(DQM) and series solution was developed by Malekzadeh [30] to solve the equations of motion for the
free vibration analysis of thick FGM plates supported on two-parameter elastic foundation. Three-
dimensional models for free vibration analysis of FGM plates based on closed exact solutions can be
found in [31] and [32]. Further three-dimensional exact models for FGM plates evaluated the static
analysis. Kashtalyan [33] and Xu and Zhou [34] investigated the bending of one-layered functionally
graded plates. Kashtalyan and Menshykova [35] proposed the bending analysis of sandwich plates em-
bedding different FGM cores. Zhong and Shang [36] developed an exact three-dimensional analysis for
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a simply supported and grounded functionally gradient piezoelectric rectangular plate. Other works in
the literature were focused on FGM shells. Alibeigloo et al. [37] showed 3D free vibrations of a function-
ally graded cylindrical shell embedding piezoelectric layers. An analytical and a semi-analytical method
were used for simply supported boundary conditions and non-simply supported boundary conditions,
respectively. Zahedinejad et al. [38] used the three-dimensional elasticity theory and the differential
quadrature method to study free vibration analysis of FGM curved thick panels subjected to vari-
ous boundary conditions. The governing equations were discretized using the trigonometric functions.
Chen et al. [39] analyzed free vibrations of simply supported, fluid-filled cylindrically orthotropic func-
tionally graded shells with arbitrary thickness. A laminate approximate model, valid for an arbitrary
variation of material properties along the radial direction, was employed. An exact elasticity solution
was developed in [40] for the study of forced and free vibrations of functionally graded cylindrical
shells. Three-dimensional linear elastodynamics equations were simplified to the case of generalized
plane-strain deformation in the axial direction. A meshless method, based on the local Petrov-Galerkin
approach, was developed by Sladek et al. in the framework of 3D axisymmetric linear elastic solids
with continuously varying material properties for the cases of stress analysis of FGM bodies [41], heat
conduction analysis of FGM bodies [42], and static and elastodynamic analysis of FGM bodies [43].
The three-dimensional equilibrium equations solved in the present paper are written in general
orthogonal curvilinear coordinates for the free vibration analysis of FGM single-layered and multilayered
plates, cylinders and cylindrical/spherical shell panels. The solution is proposed in exact form for simply
supported structures and harmonic displacement components. The system of second order partial
differential equations is reduced to a system of first order partial differential equations redoubling the
variables. Such differential equations can be solved using the exponential matrix method when constant
coefficients are employed. The 3D equilibrium equations have variable coefficients in the case of shells
because of the parametric coefficients which include curvatures and the thickness coordinate z and/or
in the case of FGM layers which present variable elastic coefficients in z. Such equations are simplified
in the plate and classical material cases where they show constant coefficients. In the case of a system of
partial differential equations with variable coefficients (shell and/or FGM cases), several mathematical
layers M, to approximate the curvature terms and the variable elastic coefficients, are introduced to
solve the system. Therefore, the exponential matrix can be developed in the thickness direction with an
opportune order N. The present paper proposes a convergence analysis for the order N of the exponential
matrix and for the number of mathematical layers M in the case of plates and shells embedding different
materials included FGMs. This convergence study is proposed for several frequency orders, half-wave
numbers, vibration modes, materials, FGM laws, thickness ratios, geometries and lamination sequences.
In the works where this method is described [13]- [16] or used [17]- [27], this systematic and thorough
study is not contemplated, in particular when FGM layers are included. The proposed convergence
analysis for both parameters M and N should be useful to optimise the 3D model in terms of residual
error and convergence speed in the case of free vibration analysis of FGM structures. The expansion of
the exponential matrix is stable and the method has a very fast convergence. The use of mathematical
layers M needs a higher attention.
2 Geometrical and constitutive equations for FGM structures
The strain-displacement relations of three-dimensional theory of elasticity in orthogonal curvilinear
coordinates are developed in [44] and [45] for the generic k layer of the multilayered shell. In this
paper, we consider shells with constant radii of curvature (e.g., cylindrical and spherical geometries).
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The geometrical relations written for shells with constant radii of curvature are:

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 , (1)
k indicates the generic layer of the multilayer structure. (α, β, z) indicates the curvilinear orthogonal
reference system as shown in Figure 1. Symbol ∂ indicates the partial derivatives. The 6× 1 vector of
strain components ǫk = {ǫkαα, ǫ
k
ββ , ǫ
k
zz, γ
k
βz , γ
k
αz, γ
k
αβ}
T is linked with the three displacement components
uk, vk and wk in α, β and z directions, respectively. Rα and Rβ are referred to the mid-surface Ω0
of the whole multilayered shell (details about notations and reference system for shells are shown in
Figure 1). Parametric coefficients Hα and Hβ continuously vary through the thickness of the whole
multilayered shell and depend on the thickness coordinate:
Hα = (1 +
z
Rα
) = (1 +
z˜ − h/2
Rα
) , Hβ = (1 +
z
Rβ
) = (1 +
z˜ − h/2
Rβ
) , Hz = 1 , (2)
Hα and Hβ depend on the z or z˜ coordinate (see Figure 2 for further details about the coordinate
systems). General geometrical relations for spherical shells degenerate into geometrical relations for
cylindrical shells when Rα or Rβ is infinite (with Hα or Hβ equals one), and they degenerate into
geometrical relations for plates when both Rα and Rβ are infinite (with Hα=Hβ=1).
The matrix form of the three-dimensional linear elastic isotropic constitutive equations in orthogonal
curvilinear coordinates (α, β, z) in the structural reference system is given for a generic k layer of the
multilayered FGM structure:
σ
k = Ck(z)ǫk , (3)
the 6 × 1 vector of stress components σk = {σkαα, σ
k
ββ , σ
k
zz, σ
k
βz , σ
k
αz, σ
k
αβ}
T is linked with the 6 × 1
vector of strain components ǫk by means of the 6 × 6 matrix Ck(z) containing the elastic coefficients.
Matrix Ck(z) depends on the thickness coordinate z in the case of FGMs because of the variable elastic
properties. Details about this matrix can also be found in [11] and [12]. The explicit form of Ck(z) is:
C
k(z) =


Ck
11
(z) Ck
12
(z) Ck
13
(z) 0 0 0
Ck
12
(z) Ck
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(z) Ck
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Ck
13
(z) Ck
23
(z) Ck
33
(z) 0 0 0
0 0 0 Ck
44
(z) 0
0 0 0 Ck
55
(z) 0
0 0 0 0 0 Ck
66
(z)


. (4)
3 Exact 3D equilibrium equations
The three differential equations of equilibrium written for the case of free vibration analysis of multi-
layered spherical shells made of NL classical and/or FGM layers with constant radii of curvature Rα
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and Rβ are:
Hβ
∂σkαα
∂α
+Hα
∂σkαβ
∂β
+HαHβ
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∂z
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2Hβ
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+
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k , (5)
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k , (7)
the most general form for variable radii of curvature can be found in [10] and [44]. ρk is the mass
density depending on the z coordinate in the case of FGMs. u¨k, v¨k and w¨k indicate the second temporal
derivative of the three displacement components.
Geometrical relations of eq.(1) and constitutive equations (3) and (4) are substituted in eqs.(5)-(7)
to obtain a displacement form of the equilibrium relations. The following form of differential equations
of equilibrium is given for a generic classical and/or FGM k layer:
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In eqs.(8)-(10), elastic coefficients Ckqr and mass density ρ
k are constant for classical materials and
depend on the thickness coordinate z (Ckqr(z) and ρ
k(z)) for FGMs. Rα and Rβ refer to the mid-surface
Ω0 of the multilayered shell. Hα and Hβ depend on z coordinate and they are calculated through the
thickness of the whole multilayered shell by means of eqs.(2). Equilibrium relations in eqs.(8)-(10)
are for spherical shell panels, they automatically degenerate into equilibrium equations for cylindrical
closed/open shell panels when Rα or Rβ is infinite (with Hα or Hβ equals one) and into equilibrium
equations for plates when Rα and Rβ are infinite (with Hα and Hβ equal one). In this way, a unique
and general formulation is possible for any geometry. Partial derivatives ∂
∂α
, ∂
∂β
and ∂
∂z
are indicated
with subscripts ,α, ,β and ,z.
The closed form of eqs.(8)-(10) is developed for simply supported shells and plates when the three
displacement components have the following harmonic form:
uk(α, β, z, t) = Uk(z)eiωtcos(α¯α)sin(β¯β) , (11)
vk(α, β, z, t) = V k(z)eiωtsin(α¯α)cos(β¯β) , (12)
wk(α, β, z, t) = W k(z)eiωtsin(α¯α)sin(β¯β) , (13)
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where Uk, Vk and Wk are the displacement amplitudes in α, β and z directions, respectively. ω=2πf is
the circular frequency where f is the frequency value, t is the time. i is the coefficient of the imaginary
unit. In coefficients α¯ = mpi
a
and β¯ = npi
b
, m and n are the half-wave numbers and a and b are the shell
dimensions in α and β directions, respectively (calculated at the mid-surface Ω0).
Eqs.(11)-(13) are substituted in eqs.(8)-(10) to obtain the following system:
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Coefficients in eqs.(14)-(16), which multiply displacements and their derivatives in z, are not constant
in the case of shell geometries and/or FGM layers. Parametric coefficients Hα and Hβ depend on the
z coordinate (see Figure 2) for the shell cases. Elastic coefficients Cqr and mass density ρ depend on
the z coordinate for the FGM layers. Hα=Hβ=1 in the case of plate geometry because both radii of
curvature Rα and Rβ are infinite. Cqr and ρ are constant for classical layers. For shell geometries
and/or FGM layers, several l mathematical layers are introduced in each k physical layer in order to
exactly calculate Hα and Hβ, coefficients Cqr and mass density ρ. Coefficients are constant in the l
layer because they are evaluated with Rα, Rβ, α¯ and β¯ calculated in the mid-surface Ω0 of the whole
shell, and with Hα, Hβ, ρ and Cqr calculated in the middle of each l layer. In the present paper, each k
physical layer of the multilayered shell is divided in l mathematical layers and the total index for both
mathematical and physical layers is j=k×l. Examples for the introduction of j mathematical layers in
shell geometries are given in Figures 3 and 4 where a one-layered shell (1 physical layer, NL=1) and a
three-layered shell (3 physical layers, NL=3), respectively, are divided in j=M=10 mathematical layers.
The system of eqs.(14)-(16) can be written in a compact form introducing coefficients Ajs (with s from
1 to 19) for each block in parentheses which multiplies displacement components or their derivatives:
Aj
1
U j +Aj
2
V j +Aj
3
W j +Aj
4
U j,z +A
j
5
W j,z +A
j
6
U j,zz = 0 , (17)
Aj
7
U j +Aj
8
V j +Aj
9
W j +Aj
10
V j,z +A
j
11
W j,z +A
j
12
V j,zz = 0 , (18)
Aj
13
U j +Aj
14
V j +Aj
15
W j +Aj
16
U j,z +A
j
17
V j,z +A
j
18
W j,z +A
j
19
W j,zz = 0 . (19)
The eqs.(17)-(19) are a system of three second order differential equations. They are written for
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spherical shell panels with constant radii of curvature but they automatically degenerate into equations
for cylindrical shells and plates.
The system of second order differential equations can be reduced to a system of first order differential
equations using the method described in [13] and [14] which redoubles the number of variables. Details
about this methodology applied to the proposed equations can be found in [18] and [19]. This method
allows:

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.
(20)
Eq.(20) can be written in a compact form for a generic j layer:
D
j ∂U
j
∂z˜
= AjU j , (21)
where ∂U
j
∂z˜
= U j
′
and U j = [U j V j W j U j
′
V j
′
W j
′
]. The eq.(21) can be written as:
D
j
U
j ′ = AjU j , (22)
U
j ′ =Dj
−1
A
j
U
j , (23)
U
j ′ = Aj
∗
U
j , (24)
with Aj
∗
=Dj
−1
A
j .
The solution of eq.(24) can be written as [14], [15]:
U
j(z˜j) = exp(Aj
∗
z˜j)U j(0) with z˜j ǫ [0, hj ] , (25)
where z˜j is the thickness coordinate of each layer from 0 at the bottom to hj at the top (see Figure
2). The exponential matrix for each j mathematical layer (constant coefficients Ajs) is calculated with
z˜j=hj:
A
j∗∗ = exp(Aj
∗
hj) = I +Aj
∗
hj +
A
j∗2
2!
hj
2
+
A
j∗3
3!
hj
3
+ . . .+
A
j∗N
N !
hj
N
, (26)
where I is the 6 × 6 identity matrix. This expansion has a fast convergence ratio as indicated in [16]
and it is not time consuming from the computational point of view.
M-1 transfer matrices T j−1,j must be calculated using for each interface the following conditions for
interlaminar continuity of displacements and transverse shear/normal stresses:
ujb = u
j−1
t , v
j
b = v
j−1
t , w
j
b = w
j−1
t , (27)
σjzzb = σ
j−1
zzt , σ
j
αzb = σ
j−1
αzt , σ
j
βzb = σ
j−1
βzt , (28)
where displacements and transverse shear/normal stresses at the bottom (b) of the j layer must be
equal to displacements and transverse shear/normal stresses at the top (t) of the (j-1) layer.
The structures are simply supported and free stresses at the top and at the bottom of the whole
multilayered shell, this feature means:
σzz = σαz = σβz = 0 for z = −h/2,+h/2 or z˜ = 0, h , (29)
w = v = 0, σαα = 0 for α = 0, a , (30)
w = u = 0, σββ = 0 for β = 0, b , (31)
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The use of solution written in eq.(26) and the introduction of the conditions summarized in eqs.(27)-
(28) and eqs.(29)-(31) give a final system written in the following compact form:
E U1(0) = 0 . (32)
All the details about the steps to obtain the final equation (32), omitted in this paper, can be found in
past author’s works [17]- [19]. Matrix E has always 6× 6 dimension, independently from the employed
number of physical and mathematical layers M and even if the method uses a layer-wise approach. Each
term in the matrix E is a higher order polynomial with an order depending on the value N used for
the exponential matrix in eq.(26) and on the number of mathematical layers M used in eqs.(27)-(28).
The vector U1(0) contains the three displacement components and their derivatives with respect z
calculated at the bottom (h1=0) of the first layer (j=1):
U1(0) =
[
U1(0) V1(0) W1(0) U
′
1
(0) V ′
1
(0) W ′
1
(0)
]T
, (33)
The solution is implemented in a Matlab code where only the spherical shell method is included because
equations automatically degenerate into cylindrical open/closed shell and plate methods.
The free vibration analysis means to find the non-trivial solution of U 1(0) in eq.(32) imposing the
determinant of matrix E equals zero:
det[E] = 0 , (34)
Eq.(34) means to find the roots of an higher order polynomial in λ = ω2. For each pair of half-wave
numbers (m,n) a certain number of circular frequencies are obtained depending on the order N chosen
for each exponential matrix Aj
∗∗
.
4 Results
This section proposes some benchmarks to evaluate the optimum values for the order of expansion N
of the exponential matrix Aj
∗∗
described in eq.(26) and for the number of mathematical layers M used
in the approximation of the shell curvatures and FGM properties to obtain constant coefficients in 3D
equilibrium equations. The M layers are linked by means of the interlaminar continuity conditions
proposed in eqs.(27) and (28).
The geometries, materials and laminations of proposed benchmarks are summarized in Figures 5 and
6. Figure 5 shows a square plate and a cylindrical shell panel, both geometries include one FGM layer
with two different through-the-thickness laws from the bottom to the top. Figure 6 shows a cylinder
and a spherical shell panel, both geometries consider a sandwich configuration with external classical
skins and an internal FGM core with two different through-the-thickness laws. All these structures are
simply supported. The square plate has global thickness h=1m. In-plane dimensions are a=b=100m
and a=b=5m for thickness ratios a/h=100 and a/h=5, respectively. The cylindrical shell has radius
of curvature in α-direction Rα=10m and infinite radius of curvature Rβ in β-direction. Cylindrical
shell dimensions are a=π/3Rα and b=20m with thickness ratios Rα/h equal 100 and 10. Cylinders
have Rα=10m and an infinite Rβ value. Cylinder dimensions are a=2πRα and b=100m with thickness
ratios Rα/h equal 100 and 10. Spherical shell panel has both radii of curvature Rα=Rβ=10m and
dimensions a=b=π/3Rα=π/3Rβ . Investigated thickness ratios Rα/h are 100 and 10. The first material
configuration is a one-layered FGM structure where the bottom is fully metallic (m) (Aluminium Alloy
Al2024: Young modulus Em=73GPa, mass density ρm=2800kg/m
3 and Poisson ratio νm=0.3) and the
top is fully ceramic (c) (Alumina Al2O3: Young modulus Ec=380GPa, mass density ρc=3800kg/m
3
and Poisson ratio νc=0.3). The Poisson ratio is constant through the thickness. Mass density and
Young modulus vary through the thickness by means of the laws indicated in eqs.(35) and (36) where
the considered volume fraction is proposed in eq.(37) for the ceramic (c) phase (Vc=0 at the bottom
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for z=-h/2 and Vc=1 at the top for z=+h/2). The exponents p used for the material laws are p=1.0
and 2.0 (see Figure 5).
E(z) = Em + (Ec − Em)Vc , (35)
ρ(z) = ρm + (ρc − ρm)Vc , (36)
Vc = (0.5 + z/h)
p . (37)
The second material configuration is a sandwich structure with two external skins with a thickness
h1=h3=0.2h and an internal FGM core with a thickness h2=0.6h. The bottom skin is metallic (the
same Aluminum Alloy Al2024 already described for the one-layered cases) and the top skin is ceramic
(Young modulus Ec=200GPa, mass density ρc=5700kg/m
3 and Poisson ratio νc=0.3). The functionally
graded core has constant Poisson ratio. Mass density and Young modulus have the same variation
already indicated for the first material configuration in eqs.(35)-(37). In the calculation of volume
fraction Vc the thickness is h2=0.6h in place of h, and the thickness coordinate varies from -0.6h/2 at
the bottom to +0.6h/2 at the top. The p exponents are 0.5 and 1.0.
Results in tables are given as dimensionless circular frequencies ω¯ = ω(a/h)2
√
ρc/Ec for plate cases
and as ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec for shell cases. a is the in-plane dimension of the plate in the α
direction. h is the total thickness of the structure. Rα is the radius of curvature in the α direction
of shells. ρc is the mass density of the ceramic phase. Ec is the Young modulus of the ceramic
phase. When the half-wave numbers m and n are imposed in the in-plane directions α and β, circular
frequencies ω¯ from I, II, III to ∞ are obtained. In the visualization of vibration modes, the thickness
coordinate is given in dimensionless form z∗=z/h and the three displacement components are also
given in dimensionless form u∗=u/|Umax|, v
∗=v/|Vmax| and w
∗=w/|Wmax|. In proposed tables, the
frequencies are indicated in bold when the convergence is reached. The use of NaN indicates ”Not a
Number” when there is a numerical problem for the solution developed with certain M and N values.
One-layered FGM structures have one physical FGM layer (NL=1), this layer can be divided in
several mathematical layers M. Figure 3 shows the use of 1 and 10 mathematical layers in the one-
layered FGM structures. Sandwich structures with isotropic skins and FGM core have three physical
layers (NL=3), these layers can be divided in M uniform mathematical layers. Figure 4 shows a shell
structure with three physical layers divided in M=10 mathematical layers. For FGM plates, the use
of mathematical layers M is also mandatory, even if the curvature is infinite, because of the variable
elastic coefficients.
Tables 1-4 show the first three frequencies for the simply supported one-layered FGM plate (thin
a/h=100 and thick a/h=5 geometries) when p for the FGM law is equal to 1.0 and 2.0 and the imposed
half-wave numbers are m=n=1 and m=n=2. Higher values of mathematical layers M are necessary for
p=2.0 with respect to the case p=1.0 (linear through-the-thickness material law) for the same thickness
ratio a/h=100 (see comparisons between Table 1 and Table 2). There is also a strong dependence from
the imposed half-wave numbers m and n and from the considered mode. The dependency from the
thickness ratio is evaluated by means of Tables 3 and 4 which give results for the case a/h=5. In all
the discussed tables, when a sufficient number of mathematical layers M is reached to approximate
the FGM law, a low value for the order of expansion N of the exponential matrix is requested. N=3
combined with M=100 allow correct results for the first three frequencies investigated in Tables 1-4.
Figure 7 shows the first three vibration modes for the thick (a/h=5) one-layered FGM plate, the case
p=1.0 and m=n=1 is proposed on the left side and the case p=2.0 and m=n=2 is proposed on the
right side. The convergence of N and M values also depends on the considered mode: simpler vibration
modes (e.g., in-plane modes with w=0 and/or through-the-thickness linear displacements) have a fast
convergence ratio for the order N and mathematical layers M.
The one-layered FGM cylindrical shell is investigated in Tables 5-8 where the first three frequencies
are proposed for different thickness ratios, FGM laws and imposed half-wave numbers m and n. Table
5 shows the thin (Rα/h=100) cylindrical shell with p=1.0 and m=n=1, M=20 mathematical layers
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combined with N=3 order for the exponential matrix guarantee the convergence for the first three
frequencies. Table 6 considers the same thickness ratio with p=2.0 for the FGM law and m=n=2 half-
wave numbers. When the FGM law is not linear in z, higher values for the number of mathematical
layers M is requested. In this case M=100 combined with N=2 always give correct results for the
first three frequencies. Tables 7 and 8 propose the same cases seen in Tables 5-6 but for a thick shell
(Rα/h=10 in place of Rα/h=100). The dependence of M and N values from the p coefficient of the
FGM law is stronger than the dependence from the thickness ratio. In conclusion, N=3 combined with
M=100 give a correct convergence of the method as already seen for the plate case. It is important
to notice that in the shell cases, the M mathematical layers are used to approximate both curvature
terms and FGM laws. In the plate case, the M mathematical layers are mandatory only for the FGM
law approximation because these geometries do not request any curvature approximation.
The first three frequencies for a sandwich cylinder with FGM core and classical skins (full metallic at
the bottom and full ceramic at the top) are investigated in Tables 9-12 considering thin (Rα/h=100) and
thick (Rα/h=10) geometries. FGM law exponents p are equal to 1.0 and 0.5, and couples of half-wave
numbers are (m=2, n=1) and (m=2, n=2). The closed geometry of the cylinder gives a geometrical
symmetry and a high value of rigidity. For these two reasons, smaller number M of mathematical layers
are requested if compared with the same cases seen for one-layered FGM cylindrical shell panels and
sandwich FGM spherical shell panels. However, the case with the exponent p=0.5 for the FGM law
remains rather demanding, see for example the use of M=100 for the second frequency investigated in
Table 10 in the case of thin cylinder with p=0.5 and m=n=2.
Tables 13-16 propose the first three frequencies for the sandwich spherical shell (thin Rα/h=100
and thick Rα/h=10 geometry) with FGM core (p=1.0 or p=0.5) in the cases of half-wave numbers
m=n=1 and m=n=2. In these benchmarks, the effect of the p coefficient is very important in the
convergence of M mathematical layers as demonstrated by Table 16 for m=n=2. In this benchmark,
M=100 mathematical layers are mandatory to guarantee the correct values of the first three frequencies.
When a big number of mathematical layers are employed, the use of a very small value for the order
N of expansion is possible. The M and N values also depend on the vibration mode, Figure 8 proposes
the first three vibration modes for the sandwich spherical shell when the thickness ratio is Rα/h=10,
m=n=1 and p=1.0 case is proposed on the left side of the figure, m=n=2 and p=0.5 case is proposed
on the right side of the figure.
From the analysis of Tables 1-16, the use of M=100 mathematical layers and N=3 order of expansion
for the exponential matrix is highly recommended to obtain correct frequencies for different geometries,
materials, lamination sequences, FGM laws, half-wave numbers, frequency orders and vibration modes.
This choice is also confirmed by the comparison of the present 3D model (M=100 and N=3) with
other 3D models proposed in the literature. The first assessment proposed by Li et al. [29] considers
a simply supported square sandwich plate. The sandwich plate has two external skins with thickness
h1=h3=0.1h and an internal core with thickness h2=0.8h. The bottom skin is full ceramic and the top
skin is full metallic, the core is in FGM. The metallic (m) material has Young modulus Em=70GPa,
mass density ρm=2707kg/m
3 and Poisson ratio νm = 0.3. The ceramic (c) material has Young modulus
Ec=380GPa, mass density ρc=3800kg/m
3 and Poisson ratio νc = 0.3. The functionally graded core
has constant Poisson ratio ν = 0.3. Young modulus and mass density continuously vary through the
thickness direction z as proposed in eqs.(35) and (36) where the volume fraction of ceramic phase is
replaced by the volume fraction of metallic phase in accordance with the following equation:
Vm = 1− Vc = 1− (0.5 + z/0.8h)
p , (38)
Vc and Vm are the volume fraction of ceramic phase and metallic phase, respectively. z varies from
-0.8h/2 to 0.8h/2. The second assessment by Zahedinejad et al. [38] considers a simply supported
cylindrical shell panel. The shell has the two dimensions a and b that are coincident (a=b), the
investigated thickness ratio is a/h equals 5. Two different radii of curvature Rα are considered, that
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means a/Rα equals 0.5 or 1. The radius of curvature Rβ is infinite. The shell is one-layered and it
is made of a functionally graded material. In this case the structure is fully metallic at the bottom
and fully ceramic at the top. This feature means that eqs.(35)-(37) are still valid. The metallic phase
and the ceramic phase have the properties already seen for the first assessment by Li et al. [29]. The
only difference is for ρm, which is equal to 2702kg/m
3 (the first assessment considers ρm=2707kg/m
3).
Table 17 shows the comparison with the 3D model by Li et al. [29] for a sandwich plate with FGM core,
several p values and thickness ratios a/h are considered for the first fundamental circular frequency
ω¯ = ω a
2
h
√
ρ0
E0
(with E0=1GPa and ρ0=1kg/m
3) in the case of half-wave numbers m=n=1. Small
differences are due to the fact the present model is an exact closed form 3D model while Li et al.
[29] proposed a 3D model numerically solved by means of the Ritz approach. Table 18 shows the
comparison of the present 3D exact model with the 3D solution by Zahedinejad et al. [38] for a thick
one-layered FGM cylindrical shell panel. For imposed half-wave numbers m=n=1, the fundamental
circular frequencies ω¯ = ωh
√
ρc
Ec
are compared for several p parameters and two different in-plane
dimension/curvature ratios a/Rα. The two solutions are very closed, the small differences are due to
the fact that the 3D model by Zahedinejad et al. [38] is solved by means of the differential quadrature
method.
5 Conclusions
The present work proposes the three-dimensional (3D) equilibrium equations developed in general or-
thogonal curvilinear coordinates for the free vibration analysis of single-layered and sandwich plates,
cylinders and spherical/cylindrical shell panels embedding functionally graded material (FGM) layers.
The system of second order differential equations has been reduced in a system of first order differ-
ential equations redoubling the variables. Therefore, the obtained system of differential equations has
been solved by means of the exponential matrix method. The solution has been proposed in closed
form considering simply supported structures and harmonic displacement components. The equilib-
rium equations have variable coefficients because of variable elastic coefficients in z for FGMs and/or
parametric coefficients including radii of curvature and coordinate z for shell geometries. A number M
of mathematical layers has been introduced to correctly approximate both elastic coefficients and para-
metric terms and to correctly solve the three-dimensional equations with variable coefficients. When the
opportune value for M is identified, an appropriate order N for the exponential matrix must be chosen
in order to solve the differential equations. The exponential matrix method has a very fast convergence
ratio and it is very stable. Small values for N can be used when a big value for M is employed. The
choice of the opportune M value depends on the geometry (in particular the thickness) and even more
on the FGM law (complicated through-the-thickness FGM laws require higher M values). In conclu-
sion, the opportune N and M values depend on several parameters such as geometry, thickness ratio,
material, lamination sequence, FGM law, imposed half-wave numbers, frequency order and vibration
mode. In order to obtain correct results and an high reliability and stability of the method, the choice
of M=100 combined with N=3 appears as the best possible combination for all the proposed cases.
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p=1.0; m=1, n=1; a/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 8.5676 4.9431 4.9480 4.9470 4.9470 4.9470 4.9470 4.9470 4.9470 4.9643 4.9206
M=10 4.5341 7.4535 4.5610 4.5610 4.5610 4.5610 4.5610 4.5610 4.5610 4.5610 4.5610 4.5610
M=20 4.5469 4.5682 4.5548 4.5548 4.5548 4.5548 4.5548 4.5548 4.5548 4.5548 4.5548 4.5548
M=40 4.5516 4.5566 4.5533 4.5533 4.5533 4.5533 4.5533 4.5533 4.5533 4.5533 4.5533 4.5533
M=60 4.5523 4.5545 4.5530 4.5530 4.5530 4.5530 4.5530 4.5530 4.5530 4.5530 4.5530 4.5530
M=80 4.5525 4.5537 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529
M=100 4.5526 4.5534 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529 4.5529
p=1.0; m=1, n=1; a/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 227.05 230.17
M=10 228.27 126.79 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27
M=20 228.37 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27
M=40 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27
M=60 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27
M=80 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27
M=100 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27 228.27
p=1.0; m=1, n=1; a/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 385.83 385.85 385.85 385.85 385.85 385.85 385.85 385.85 385.85 386.56 384.72
M=10 385.84 430.03 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84
M=20 385.78 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84
M=40 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84
M=60 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84
M=80 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84
M=100 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84 385.84
Table 1: One-layered FGM plate with p=1.0 and a/h=100. First three modes for m=n=1 given
as dimensionless circular frequency ω¯ = ω(a/h)2
√
ρc/Ec. One physical layer (NL=1) divided in M
mathematical layers.
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p=2.0; m=2, n=2; a/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 28.945 16.666 16.732 16.719 16.719 16.719 16.719 16.719 16.719 15.618 17.262
M=10 16.446 1211.2 16.542 16.542 16.542 16.542 16.542 16.542 16.542 16.542 16.542 16.542
M=20 16.426 16.607 16.559 16.559 16.559 16.559 16.559 16.559 16.559 16.559 16.559 16.559
M=40 16.557 16.575 16.563 16.563 16.563 16.563 16.563 16.563 16.563 16.563 16.563 16.563
M=60 16.561 16.569 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564
M=80 16.563 16.567 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564
M=100 16.563 16.566 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564 16.564
p=2.0; m=2, n=2; a/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 386.14 386.14 386.14 386.14 386.14 386.14 386.14 386.14 386.16 433.76 368.15
M=10 411.95 12697 411.95 411.95 411.95 411.95 411.95 411.95 411.95 411.95 411.95 411.95
M=20 416.39 412.13 412.13 412.13 412.13 412.13 412.13 412.13 412.13 412.13 412.13 412.13
M=40 412.18 412.18 412.18 412.18 412.18 412.18 412.18 412.18 412.18 412.18 412.18 412.18
M=60 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19
M=80 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19
M=100 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19 412.19
p=2.0; m=2, n=2; a/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 652.57 652.65 652.65 652.65 652.65 652.65 652.65 652.65 652.64 621.92 663.00
M=10 696.22 12844 696.22 696.22 696.22 696.22 696.22 696.22 696.22 696.22 696.22 696.22
M=20 693.98 696.53 696.53 696.53 696.53 696.53 696.53 696.53 696.53 696.53 696.53 696.53
M=40 696.61 696.60 696.61 696.61 696.61 696.61 696.61 696.61 696.61 696.61 696.61 696.61
M=60 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62
M=80 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62 696.62
M=100 696.63 696.63 696.63 696.63 696.63 696.63 696.63 696.63 696.63 696.63 696.63 696.63
Table 2: One-layered FGM plate with p=2.0 and a/h=100. First three modes for m=n=2 given
as dimensionless circular frequency ω¯ = ω(a/h)2
√
ρc/Ec. One physical layer (NL=1) divided in M
mathematical layers.
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p=1.0; m=1, n=1; a/h=5; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 7.3488 3.0292 4.7187 4.3500 4.4028 4.3931 4.3940 4.3939 4.3939 4.3939 4.3939
M=10 4.0851 4.1358 4.0978 4.0979 4.0979 4.0979 4.0979 4.0979 4.0979 4.0979 4.0979 4.0979
M=20 4.0904 4.1030 4.0936 4.0936 4.0936 4.0936 4.0936 4.0936 4.0936 4.0936 4.0936 4.0936
M=40 4.0918 4.0949 4.0926 4.0926 4.0926 4.0926 4.0926 4.0926 4.0926 4.0926 4.0926 4.0926
M=60 4.0920 4.0934 4.0924 4.0924 4.0924 4.0924 4.0924 4.0924 4.0924 4.0924 4.0924 4.0924
M=80 4.0921 4.0929 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923
M=100 4.0921 4.0926 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923 4.0923
p=1.0; m=1, n=1; a/h=5; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 11.414 11.414 11.414 11.414 11.414 11.414 11.414 11.414 11.414 11.414 11.414
M=10 11.371 11.366 11.369 11.369 11.369 11.369 11.369 11.369 11.369 11.369 11.369 11.369
M=20 11.369 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368
M=40 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368
M=60 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368
M=80 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368
M=100 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368 11.368
p=1.0; m=1, n=1; a/h=5; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 18.999 19.103 19.178 19.171 19.167 19.168 19.168 19.168 19.168 19.168 19.168
M=10 19.040 19.022 19.027 19.027 19.027 19.027 19.027 19.027 19.027 19.027 19.027 19.027
M=20 19.029 19.024 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026
M=40 19.027 19.025 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026
M=60 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026
M=80 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026
M=100 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026 19.026
Table 3: One-layered FGM plate with p=1.0 and a/h=5. First three modes for m=n=1 given as dimen-
sionless circular frequency ω¯ = ω(a/h)2
√
ρc/Ec. One physical layer (NL=1) divided in M mathematical
layers.
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p=2.0; m=2, n=2; a/h=5; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 0.0002 18.738 19.307 14.366 10.364 12.149 11.756 11.845 11.827 11.830 11.829 11.829
M=10 11.862 11.854 11.858 11.859 11.859 11.859 11.859 11.859 11.859 11.859 11.859 11.859
M=20 11.873 11.891 11.872 11.872 11.872 11.872 11.872 11.872 11.872 11.872 11.872 11.872
M=40 11.876 11.880 11.875 11.875 11.875 11.875 11.875 11.875 11.875 11.875 11.875 11.875
M=60 11.876 11.878 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876
M=80 11.876 11.877 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876
M=100 11.876 11.877 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876 11.876
p=2.0; m=2, n=2; a/h=5; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 19.307 19.307 30.304 19.307 19.307 19.307 19.307 19.307 19.307 19.307 19.307 19.308
M=10 19.975 20.300 19.950 19.951 19.951 19.951 19.951 19.951 19.951 19.951 19.951 19.951
M=20 19.960 19.951 19.954 19.954 19.954 19.954 19.954 19.954 19.954 19.954 19.954 19.954
M=40 19.956 19.954 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955
M=60 19.955 19.954 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955
M=80 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955
M=100 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955 19.955
p=2.0; m=2, n=2; a/h=5; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 32.634 31.253 32.877 31.087 31.925 31.626 31.554 31.578 31.583 31.582 31.581 31.579
M=10 31.825 30.538 31.595 31.597 31.597 31.597 31.597 31.597 31.597 31.597 31.597 31.597
M=20 31.652 31.569 31.592 31.592 31.592 31.592 31.592 31.592 31.592 31.592 31.592 31.592
M=40 31.606 31.586 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591
M=60 31.598 31.588 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591
M=80 31.595 31.590 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591
M=100 31.593 31.590 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591 31.591
Table 4: One-layered FGM plate with p=2.0 and a/h=5. First three modes for m=n=2 given as dimen-
sionless circular frequency ω¯ = ω(a/h)2
√
ρc/Ec. One physical layer (NL=1) divided in M mathematical
layers.
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p=1.0; m=1, n=1; Rα/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 7.7438 17.428 17.021 17.025 17.025 17.025 17.025 17.025 17.025 17.025 17.025 17.025
M=10 16.314 16.986 16.982 16.982 16.982 16.982 16.982 16.982 16.982 16.982 16.982 16.982
M=20 16.651 16.982 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981
M=40 16.817 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981
M=60 16.872 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981
M=80 16.899 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981
M=100 16.916 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981 16.981
p=1.0; m=1, n=1; Rα/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 178.57 178.63 178.63 178.63 178.63 178.63 178.63 178.63 178.63 178.63 178.63 178.63
M=10 178.56 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57
M=20 178.56 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57
M=40 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57
M=60 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57
M=80 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57
M=100 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57 178.57
p=1.0; m=1, n=1; Rα/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 303.22 303.49 303.50 303.50 303.50 303.50 303.50 303.50 303.50 303.50 303.50 303.50
M=10 303.64 303.66 303.66 303.66 303.66 303.66 303.66 303.66 303.66 303.66 303.66 303.66
M=20 303.65 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67
M=40 303.66 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67
M=60 303.66 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67
M=80 303.66 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67
M=100 303.66 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67 303.67
Table 5: One-layered FGM cylindrical shell with p=1.0 and Rα/h=100. First three modes for m=n=1
given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. One physical layer (NL=1)
divided in M mathematical layers.
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p=2.0; m=2, n=2; Rα/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 22.247 17.570 17.626 17.623 17.623 17.623 17.623 17.623 17.623 17.623 17.623
M=10 15.678 18.393 18.337 18.337 18.337 18.337 18.337 18.337 18.337 18.337 18.337 18.337
M=20 17.077 18.361 18.347 18.347 18.347 18.347 18.347 18.347 18.347 18.347 18.347 18.347
M=40 17.728 18.353 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350
M=60 17.938 18.352 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350
M=80 18.043 18.351 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350 18.350
M=100 18.105 18.351 18.351 18.351 18.351 18.351 18.351 18.351 18.351 18.351 18.351 18.351
p=2.0; m=2, n=2; Rα/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 296.44 296.43 296.43 296.43 296.43 296.43 296.43 296.43 296.43 296.43 296.43
M=10 316.15 316.15 316.15 316.15 316.15 316.15 316.15 316.15 316.15 316.15 316.15 316.15
M=20 316.29 316.29 316.29 316.29 316.29 316.29 316.29 316.29 316.29 316.29 316.29 316.29
M=40 316.32 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33
M=60 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33
M=80 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33 316.33
M=100 316.34 316.34 316.34 316.34 316.34 316.34 316.34 316.34 316.34 316.34 316.34 316.34
p=2.0; m=2, n=2; Rα/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 501.35 501.39 501.39 501.39 501.39 501.39 501.39 501.39 501.39 501.39 501.39
M=10 535.35 535.38 535.38 535.38 535.38 535.38 535.38 535.38 535.38 535.38 535.38 535.38
M=20 535.61 535.63 535.63 535.63 535.63 535.63 535.63 535.63 535.63 535.63 535.63 535.63
M=40 535.68 535.69 535.69 535.69 535.69 535.69 535.69 535.69 535.69 535.69 535.69 535.69
M=60 535.69 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70
M=80 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70
M=100 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70 535.70
Table 6: One-layered FGM cylindrical shell with p=2.0 and Rα/h=100. First three modes for m=n=2
given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. One physical layer (NL=1)
divided in M mathematical layers.
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p=1.0; m=1, n=1; Rα/h=10; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 0.5040 0.2729 0.3093 0.3053 0.3055 0.3055 0.3055 0.3055 0.3055 0.3055 0.3055
M=10 0.2353 0.2787 0.2764 0.2765 0.2765 0.2765 0.2765 0.2765 0.2765 0.2765 0.2765 0.2765
M=20 0.2567 0.2767 0.2761 0.2761 0.2761 0.2761 0.2761 0.2761 0.2761 0.2761 0.2761 0.2761
M=40 0.2666 0.2762 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760
M=60 0.2698 0.2761 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760
M=80 0.2713 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760
M=100 0.2723 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760 0.2760
p=1.0; m=1, n=1; Rα/h=10; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 1.7925 1.7877 1.7881 1.7881 1.7881 1.7881 1.7881 1.7881 1.7881 1.7881 1.7881
M=10 1.7795 1.7799 1.7800 1.7800 1.7800 1.7800 1.7800 1.7800 1.7800 1.7800 1.7800 1.7800
M=20 1.7797 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799
M=40 1.7798 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799
M=60 1.7798 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799
M=80 1.7798 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799
M=100 1.7798 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799 1.7799
p=1.0; m=1, n=1; Rα/h=10; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 3.0206 3.0312 3.0307 3.0305 3.0306 3.0306 3.0306 3.0306 3.0306 3.0306 3.0305
M=10 3.0388 3.0413 3.0414 3.0414 3.0414 3.0414 3.0414 3.0414 3.0414 3.0414 3.0414 3.0414
M=20 3.0401 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415
M=40 3.0408 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415
M=60 3.0411 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415
M=80 3.0412 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415
M=100 3.0412 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415 3.0415
Table 7: One-layered FGM cylindrical shell with p=1.0 and Rα/h=10. First three modes for m=n=1
given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. One physical layer (NL=1)
divided in M mathematical layers.
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p=2.0; m=2, n=2; Rα/h=10; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 1.5993 0.6104 0.9439 0.8869 0.8938 0.8929 0.8930 0.8930 0.8930 0.8930 0.8926
M=10 0.8163 0.8194 0.8623 0.8624 0.8624 0.8624 0.8624 0.8624 0.8624 0.8624 0.8624 0.8624
M=20 0.8412 0.8652 0.8630 0.8630 0.8630 0.8630 0.8630 0.8630 0.8630 0.8630 0.8630 0.8630
M=40 0.8526 0.8637 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632
M=60 0.8562 0.8634 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632
M=80 0.8580 0.8633 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632
M=100 0.8590 0.8633 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632 0.8632
p=2.0; m=2, n=2; Rα/h=10; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 2.9777 2.9665 2.9679 2.9677 2.9677 2.9677 2.9677 2.9677 2.9677 2.9675 2.9700
M=10 3.1422 3.5517 3.1421 3.1421 3.1421 3.1421 3.1421 3.1421 3.1421 3.1421 3.1421 3.1421
M=20 3.1433 3.1433 3.1433 3.1433 3.1433 3.1433 3.1433 3.1433 3.1433 3.1433 3.1433 3.1433
M=40 3.1436 3.1436 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437
M=60 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437
M=80 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437
M=100 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437 3.1437
p=2.0; m=2, n=2; Rα/h=10; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=1 NaN 4.9482 4.9899 4.9947 4.9927 4.9926 4.9927 4.9927 4.9927 4.9927 4.9928 4.9910
M=10 5.3269 4.9907 5.3290 5.3290 5.3290 5.3290 5.3290 5.3290 5.3290 5.3290 5.3290 5.3290
M=20 5.3296 5.3309 5.3312 5.3312 5.3312 5.3312 5.3312 5.3312 5.3312 5.3312 5.3312 5.3312
M=40 5.3308 5.3317 5.3318 5.3318 5.3318 5.3318 5.3318 5.3318 5.3318 5.3318 5.3318 5.3318
M=60 5.3312 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319
M=80 5.3314 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319
M=100 5.3315 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319 5.3319
Table 8: One-layered FGM cylindrical shell with p=2.0 and Rα/h=10. First three modes for m=n=2
given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. One physical layer (NL=1)
divided in M mathematical layers.
22
p=1.0; m=2, n=1; Rα/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 5.9485 5.9334 5.9334 5.9334 5.9334 5.9334 5.9334 5.9334 5.9334 5.9334 5.9334 5.9334
M=10 5.9378 5.9332 5.9332 5.9332 5.9332 5.9332 5.9332 5.9332 5.9332 5.9332 5.9332 5.9332
M=20 5.9356 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333
M=40 5.9344 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333
M=60 5.9340 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333
M=80 5.9334 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333
M=100 5.9337 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333 5.9333
p=1.0; m=2, n=1; Rα/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 66.039 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041
M=10 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041
M=20 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041
M=40 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041
M=60 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041
M=80 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041
M=100 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041 66.041
p=1.0; m=2, n=1; Rα/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 143.28 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34
M=10 143.32 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34
M=20 143.33 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34
M=40 143.33 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34
M=60 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34
M=80 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34
M=100 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34 143.34
Table 9: Sandwich cylinder with FGM core (p=1.0) and Rα/h=100. First three modes for m=2 and n=1
given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers (NL=3)
divided in M mathematical layers.
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p=0.5; m=2, n=2; Rα/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 18.868 18.854 18.854 18.854 18.854 18.854 18.854 18.854 18.854 18.854 18.854 18.854
M=10 18.925 18.921 18.921 18.921 18.921 18.921 18.921 18.921 18.921 18.921 18.921 18.921
M=20 18.920 18.918 18.918 18.918 18.918 18.918 18.918 18.918 18.918 18.918 18.918 18.918
M=40 18.918 18.917 18.817 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917
M=60 18.918 18.917 18.817 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917
M=80 18.917 18.917 18.817 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917
M=100 18.917 18.917 18.817 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917 18.917
p=0.5; m=2, n=2; Rα/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 81.495 81.500 81.500 81.500 81.500 81.500 81.500 81.500 81.500 81.500 81.500 81.500
M=10 81.796 81.798 81.798 81.798 81.798 81.798 81.798 81.798 81.798 81.798 81.798 81.798
M=20 81.785 81.786 81.786 81.786 81.786 81.786 81.786 81.786 81.786 81.786 81.786 81.786
M=40 81.781 81.781 81.781 81.781 81.781 81.781 81.781 81.781 81.781 81.781 81.781 81.781
M=60 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780
M=80 81.779 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780 81.780
M=100 81.779 81.779 81.779 81.779 81.779 81.779 81.779 81.779 81.779 81.779 81.779 81.779
p=0.5; m=2, n=2; Rα/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 149.75 149.80 149.81 149.81 149.81 149.81 149.81 149.81 149.81 149.81 149.81 149.81
M=10 150.34 150.36 150.36 150.36 150.36 150.36 150.36 150.36 150.36 150.36 150.36 150.36
M=20 150.32 150.33 150.33 150.33 150.33 150.33 150.33 150.33 150.33 150.33 150.33 150.33
M=40 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32
M=60 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32
M=80 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32
M=100 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32 150.32
Table 10: Sandwich cylinder with FGM core (p=0.5) and Rα/h=100. First three modes for m=2
and n=2 given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers
(NL=3) divided in M mathematical layers.
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p=1.0; m=2, n=1; Rα/h=10; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 0.0613 0.0600 0.0599 0.0399 54.667 0.0000 0.0000 0.0000 0.0599 0.0599 0.0599 0.0599
M=10 0.0635 0.0000 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599
M=20 2.3126 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599
M=40 0.0600 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599
M=60 0.0600 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599
M=80 0.0600 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599
M=100 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599 0.0599
p=1.0; m=2, n=1; Rα/h=10; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 0.6562 0.6564 0.6564 18.967 58.213 53.385 53.385 53.385 0.6564 0.6564 0.6564 0.6564
M=10 0.6564 52.342 0.6565 0.6565 0.6565 0.6565 0.6565 0.6565 0.6565 0.6565 0.6565 0.6565
M=20 18.957 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564
M=40 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564
M=60 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564
M=80 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564
M=100 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564 0.6564
p=1.0; m=2, n=1; Rα/h=10; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 1.4165 1.4225 1.4227 19.025 71.801 73.957 75.499 75.499 1.4227 1.4227 1.4227 1.4227
M=10 1.4209 65.999 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227
M=20 19.326 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227
M=40 1.4222 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227
M=60 1.4224 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227
M=80 1.4224 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227
M=100 1.4225 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227 1.4227
Table 11: Sandwich cylinder with FGM core (p=1.0) and Rα/h=10. First three modes for m=2 and n=1
given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers (NL=3)
divided in M mathematical layers.
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p=0.5; m=2, n=2; Rα/h=10; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 0.1912 0.1899 0.1899 0.2111 NaN 0.0000 0.0000 0.0000 0.1899 0.1899 0.1899 0.1899
M=10 0.1908 0.0003 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904
M=20 0.0901 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904
M=40 0.1905 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904
M=60 0.1905 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904
M=80 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904
M=100 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904 0.1904
p=0.5; m=2, n=2; Rα/h=10; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 0.8110 0.8117 0.8116 0.7056 NaN 53.385 53.385 53.385 0.8116 0.8116 0.8116 0.8116
M=10 0.8147 51.438 0.8149 0.8149 0.8149 0.8149 0.8149 0.8149 0.8149 0.8149 0.8149 0.8149
M=20 37.574 0.8148 0.8148 0.8148 0.8148 0.8148 0.8148 0.8148 0.8148 0.8148 0.8148 0.8148
M=40 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147
M=60 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147
M=80 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147
M=100 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147 0.8147
p=0.5; m=2, n=2; Rα/h=10; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 1.4828 1.4885 1.4886 1.5397 NaN 73.251 75.498 75.498 1.4886 1.4886 1.4886 1.4886
M=10 1.4929 67.853 1.4947 1.4947 1.4947 1.4947 1.4947 1.4947 1.4947 1.4947 1.4947 1.4947
M=20 38.283 1.4944 1.4944 1.4944 1.4944 1.4944 1.4944 1.4944 1.4944 1.4944 1.4944 1.4944
M=40 1.4939 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943
M=60 1.4940 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943
M=80 1.4940 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943
M=100 1.4941 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943 1.4943
Table 12: Sandwich cylinder with FGM core (p=0.5) and Rα/h=10. First three modes for m=2 and n=2
given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers (NL=3)
divided in M mathematical layers.
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p=1.0; m=1, n=1; Rα/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 90.206 91.305 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277
M=10 90.961 91.281 91.278 91.278 91.278 91.278 91.278 91.278 91.278 91.278 91.278 91.278
M=20 91.119 91.278 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277
M=40 91.198 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277
M=60 91.225 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277
M=80 91.238 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277
M=100 91.246 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277 91.277
p=1.0; m=1, n=1; Rα/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 251.59 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61
M=10 251.60 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61
M=20 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61
M=40 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61
M=60 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61
M=80 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61
M=100 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61 251.61
p=1.0; m=1, n=1; Rα/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 445.61 445.78 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79
M=10 445.73 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79
M=20 445.76 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79
M=40 445.77 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79
M=60 445.78 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79
M=80 445.78 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79
M=100 445.78 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79 445.79
Table 13: Sandwich spherical shell with FGM core (p=1.0) and Rα/h=100. First three modes for
m=n=1 given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers
(NL=3) divided in M mathematical layers.
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p=0.5; m=2, n=2; Rα/h=100; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 91.480 97.467 96.977 96.979 96.979 96.979 96.979 96.979 96.979 96.979 96.979 96.979
M=10 95.795 97.408 97.365 97.365 97.365 97.365 97.365 97.365 97.365 97.365 97.365 97.365
M=20 96.569 97.356 97.345 97.345 97.345 97.345 97.345 97.345 97.345 97.345 97.345 97.345
M=40 96.952 97.341 97.338 97.338 97.338 97.338 97.338 97.338 97.338 97.338 97.338 97.338
M=60 97.079 97.337 97.336 97.336 97.336 97.336 97.336 97.336 97.336 97.336 97.336 97.336
M=80 97.143 97.336 97.335 97.335 97.335 97.335 97.335 97.335 97.335 97.335 97.335 97.335
M=100 97.181 97.335 97.335 97.335 97.335 97.335 97.335 97.335 97.335 97.335 97.335 97.335
p=0.5; m=2, n=2; Rα/h=100; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 507.31 507.32 507.32 507.32 507.32 507.32 507.32 507.32 507.32 507.32 507.32 507.32
M=10 509.16 509.16 509.16 509.16 509.16 509.16 509.16 509.16 509.16 509.16 509.16 509.16
M=20 509.09 509.09 509.09 509.09 509.09 509.09 509.09 509.09 509.09 509.09 509.09 509.09
M=40 509.06 509.06 509.06 509.06 509.06 509.06 509.06 509.06 509.06 509.06 509.06 509.06
M=60 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05
M=80 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05
M=100 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05 509.05
p=0.5; m=2, n=2; Rα/h=100; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 867.46 867.73 867.75 867.75 867.75 867.75 867.75 867.75 867.75 867.75 867.75 867.75
M=10 870.80 870.88 870.88 870.88 870.88 870.88 870.88 870.88 870.88 870.88 870.88 870.88
M=20 870.71 870.76 870.76 870.76 870.76 870.76 870.76 870.76 870.76 870.76 870.76 870.76
M=40 870.69 870.71 870.71 870.71 870.71 870.71 870.71 870.71 870.71 870.71 870.71 870.71
M=60 870.68 870.70 870.70 870.70 870.70 870.70 870.70 870.70 870.70 870.70 870.70 870.70
M=80 870.68 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69
M=100 870.68 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69 870.69
Table 14: Sandwich spherical shell with FGM core (p=0.5) and Rα/h=100. First three modes for
m=n=2 given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers
(NL=3) divided in M mathematical layers.
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p=1.0; m=1, n=1; Rα/h=10; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 0.8846 1.0119 0.9851 0.9837 54.161 NaN 53.385 0.0000 0.9864 0.9864 0.9864 0.9864
M=10 0.9593 62.414 0.9863 0.9863 0.9863 0.9863 0.9863 0.9863 0.9863 0.9863 0.9863 0.9863
M=20 1.0756 0.9866 0.9861 0.9861 0.9861 0.9861 0.9861 0.9861 0.9861 0.9861 0.9861 0.9861
M=40 0.9795 0.9861 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860
M=60 0.9817 0.9861 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860
M=80 0.9828 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860
M=100 0.9834 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860 0.9860
p=1.0; m=1, n=1; Rα/h=10; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 2.4988 2.5010 2.5010 2.5113 58.173 NaN 75.498 53.385 2.5010 2.5010 2.5010 2.5010
M=10 2.5000 96.643 2.5006 2.5006 2.5006 2.5006 2.5006 2.5006 2.5006 2.5006 2.5006 2.5006
M=20 2.1846 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005
M=40 2.5004 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005
M=60 2.5004 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005
M=80 2.5004 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005
M=100 2.5004 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005 2.5005
p=1.0; m=1, n=1; Rα/h=10; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 4.4065 4.4211 4.4235 4.4175 60.567 NaN 92.731 75.499 4.4234 4.4234 4.4234 4.4234
M=10 4.4169 98.974 4.4223 4.4223 4.4223 4.4223 4.4223 4.4223 4.4223 4.4223 4.4223 4.4223
M=20 4.5765 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221
M=40 4.4207 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221
M=60 4.4212 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221
M=80 4.4214 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221
M=100 4.4215 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221 4.4221
Table 15: Sandwich spherical shell with FGM core (p=1.0) and Rα/h=10. First three modes for
m=n=1 given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers
(NL=3) divided in M mathematical layers.
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p=0.5; m=2, n=2; Rα/h=10; I mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 1.6476 2.0859 1.8905 1.9068 53.370 NaN 53.385 0.0000 1.9046 1.9046 1.9046 1.9046
M=10 1.8665 0.0335 1.9255 1.9258 1.9258 1.9258 1.9258 1.9258 1.9258 1.9258 1.9258 1.9258
M=20 1.9041 1.9273 1.9237 1.9237 1.9237 1.9237 1.9237 1.9237 1.9237 1.9237 1.9237 1.9237
M=40 1.9093 1.9239 1.9230 1.9230 1.9230 1.9230 1.9230 1.9230 1.9230 1.9230 1.9230 1.9230
M=60 1.9138 1.9233 1.9229 1.9229 1.9229 1.9229 1.9229 1.9229 1.9229 1.9229 1.9229 1.9229
M=80 1.9160 1.9230 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228
M=100 1.9173 1.9229 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228 1.9228
p=0.5; m=2, n=2; Rα/h=10; II mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 5.0424 5.0428 5.0430 5.0408 61.530 NaN 75.498 53.385 5.0430 5.0430 5.0430 5.0430
M=10 5.0619 52.748 5.0622 5.0622 5.0622 5.0622 5.0622 5.0622 5.0622 5.0622 5.0622 5.0622
M=20 5.0229 5.0612 5.0612 5.0612 5.0612 5.0612 5.0612 5.0612 5.0612 5.0612 5.0612 5.0612
M=40 5.0608 5.0609 5.0609 5.0609 5.0609 5.0609 5.0609 5.0609 5.0609 5.0609 5.0609 5.0609
M=60 5.0607 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608
M=80 5.0607 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608 5.0608
M=100 5.0607 5.0607 5.0607 5.0607 5.0607 5.0607 5.0607 5.0607 5.0607 5.0607 5.0607 5.0607
p=0.5; m=2, n=2; Rα/h=10; III mode
N=1 N=2 N=3 N=4 N=5 N=6 N=7 N=8 N=9 N=10 N=11 N=12
M=3 8.5594 8.5676 8.5836 8.5851 67.175 NaN 92.555 75.497 8.5831 8.5831 8.5831 8.5831
M=10 8.6030 66.595 8.6124 8.6124 8.6124 8.6124 8.6124 8.6124 8.6124 8.6124 8.6124 8.6124
M=20 8.6344 8.6106 8.6109 8.6109 8.6109 8.6109 8.6109 8.6109 8.6109 8.6109 8.6109 8.6109
M=40 8.6079 8.6103 8.6104 8.6104 8.6104 8.6104 8.6104 8.6104 8.6104 8.6104 8.6104 8.6104
M=60 8.6086 8.6102 8.6103 8.6103 8.6103 8.6103 8.6103 8.6103 8.6103 8.6103 8.6103 8.6103
M=80 8.6090 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102
M=100 8.6092 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102 8.6102
Table 16: Sandwich spherical shell with FGM core (p=0.5) and Rα/h=10. First three modes for
m=n=2 given as dimensionless circular frequency ω¯ = (ω/10)(Rα/h)
2
√
ρc/Ec. Three physical layers
(NL=3) divided in M mathematical layers.
p 0.5 1.0 2.0 5.0 10
a/h=5
Present 3D 1.19575 1.25337 1.31566 1.39564 1.44537
Li et al. [29] 1.19580 1.25338 1.31569 1.39567 1.44540
a/h=10
Present 3D 1.29748 1.34848 1.40829 1.49311 1.54984
Li et al. [29] 1.29751 1.34847 1.40828 1.49309 1.54980
a/h=100
Present 3D 1.33928 1.38671 1.44494 1.53148 1.59113
Li et al. [29] 1.33931 1.38669 1.44491 1.53143 1.59105
Table 17: Sandwich plate with FGM core. Fundamental circular frequency ω¯ = ω a
2
h
√
ρ0
E0
for half-wave
numbers m=n=1 and different thickness ratios a/h and exponents p for the material law. Comparison
between the 3D model based on Ritz approach by Li et al. [29] and the present 3D exact solution
(M=100, N=3).
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p 0.0 0.5 1.0 4.0 10
a/Rα=1.0
Present 3D 0.2155 0.1848 0.1671 0.1392 0.1300
Zahedinejad et al. [38] 0.2164 0.1852 0.1676 0.1394 0.1286
a/Rα=0.5
Present 3D 0.2129 0.1817 0.1638 0.1374 0.1296
Zahedinejad et al. [38] 0.2113 0.1814 0.1639 0.1367 0.1271
Table 18: One-layered FGM cylindrical shell panel with thickness ratio a/h=5. Fundamental circular
frequency ω¯ = ωh
√
ρc
Ec
for half-wave numbers m=n=1 and different radii of curvature Rα and exponents
p for the material law. Comparison between the 3D model based on the differential quadrature method
by Zahedinejad et al. [38] and the present 3D exact solution (M=100, N=3).
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Figure 1: Notations, reference system and geometrical parameters for shell structures.
Figure 2: Shell structures, thickness coordinates z and z˜ and reference systems.
1 physical layer: N =1L
1 mathematical layer: M=1
1 physical layer: N =1
10 mathematical layers: M=10
L
Figure 3: One-layered structures, example for the use of mathematical layers M.
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3 physical layers: N =3L
3 mathematical layers: M=3
3 physical layers: N =3L
10 mathematical layers: M=10
Figure 4: Three-layered structures, example for the use of mathematical layers M.
E =73GPam
E =380GPac
Figure 5: Geometries, laminations and materials for the analyses in Tables 1-8.
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E =73GPam
E =200GPac 0.2h
0.6h
0.2h
Figure 6: Geometries, laminations and materials for the analyses in Tables 9-16.
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Figure 7: First three vibration modes for one-layered FGM plate (a/h=5) for p=1.0 and 2.0 and m=n=1
and m=n=2.
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Figure 8: First three vibration modes for sandwich spherical shell panel (Rα/h=10) with FGM (p=1.0
and 0.5) core and m=n=1 and m=n=2.
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